**SECTION 1: PROGRAMMING FOR ONE DOOR OPENER**

**FOR CONVENIENCE**
Program Keypad BEFORE mounting.

**STEP 1: SETTING YOUR WIRELESS KEYPAD PIN (Personal Identification Number)**

A. Activate programming mode.
- Press (in order)
  - Red LED blinks - once per second.
  - Enter your PIN (3 to 8 characters).
  - Press .
  - Red LED blinks - twice per second and turns off.

**STEP 2: PROGRAMMING ONE DOOR OPENER**

A. Find the Learn Code Button and Learn Code Indicator LED on your door opener.
- If your Door Opener has a black Antenna Wire, the Learn Code Button and Indicator LED are located near the Antenna. (The Light Lens may need to be opened.)
- If your Door Opener does not have an Antenna, you have an External Receiver. The External Receiver cover must be removed to access the Learn Code Button and Indicator LED.
- Press the Learn Code Button.
  - Learn Code Indicator LED (on Opener) will blink.
  - Enter your PIN and press on Keypad.
  - Learn Code Indicator LED stays on.
  - Press again.
  - Learn Code Indicator LED turns off.
  - Press again.
  - Door moves.
  Wait until Keypad Backlight turns off (approximately 30 seconds).

**STEP 3: OPERATING ONE DOOR OPENER**

A. To move the Garage Door.
- Enter your PIN.
- Press .

**NOTE**
- If the Door does not move, check the red LED on Keypad. If the LED is blinking rapidly, the PIN was entered incorrectly. After the LED stops blinking, re-enter your PIN and try again.
- Any Keypad Button will control the Door for 30 seconds after the Door starts moving.
- Rapid blinking of the red LED indicates an error. After a few seconds the LED will turn off. Start over.

Proceed to Section 3 - Mounting Instructions.

For answers to questions, call 1-800-35 GENIE, or visit www.geniecompany.com

Additional Genie® products can be ordered using the Accessories page in your Owner’s Manual or through the 800 number above.